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Séria zahffia homogénne textilie zo sklenych vlakien (typ E), Series includes homogeneous fabric of glass fibres (type E),
hybridne textilie zosilnene ocel'ovym drotom a tiez textilie hybrid fabric reinforced with steel wire and SILICA fabric.
s kI t t 4 I = SILICA. Tepelna odolnost je od 350 do cca 1 400°C, zavisi Temperature resistance is between 350 to approx. 1 400°C and it
0 ex I Ie od konsStrukcie a upravy. Struktura textilii umoznuje depends on the structure and treatment. Fabrics allow aluminised
lmpregnamu pohlinikovanie aj potiahnutie silikonom. coating and other impregnations including the silicon coating.
Pouzitie: U&inna ochrana technologickych zariadeni. Effective protection of technologies.
RTHG 440 AL 6 H SF Popis Ziaruvzdorna, chemicky stéla a relativne jemna a tenka sklo-textilia s pohlinikovanim
typu Mylar™ a s impregnaciou HSF. "
" | o D -, Heat-resistant, chemically stable, relatively fine and thin glass-fabric with ‘g
o AR RS St Mylar™ type Aluminium coating with HSF impregnation. ©
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- ' J ;5’;3"‘75"5" ) Pouzitie Technologicke aplikacie s dorazom na ochranu pred salavym teplom. <
~ | s .,f ‘1;3::25..* SRR ‘."*' 4 Application  Technology applications with with emphasis on the radiant heat protection. 3
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= “"““‘it‘%\f C"&k{% 53 3-;. g """ S - Krizova keprova vazba s pohlinikovanim typu Mylar™, cca 490 g/m2 T
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E N %ﬁ%‘fi«;%fh i: Qﬁ ":1-.-'?*.;‘{& f'“?';' e hrubka cca 0,7 mm, Sirka cca 100 cm. Typicka dlzka rolky 50 m. -
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_ oA wﬁ&t«m SRR 8 b Desi Cross twill weave, approx. 490 g/m2, thickness approx. 0,7 mm, width 100 cm, Q
8 NS SRR S typical roll length 50 m. Mylar™ type Aluminium coating. S
0L ‘J"-.“--.Hh» it
T | “ HSF ., 100% sklenné vilakno typu E S
E'.}:j . Material  gjop. 53-54%, A2 3: 14-15%, CaO/MgO0O: 20-24%, B202 : 6-9%, K20/Na20: 1% =i
Material 100% E glass e
Certifikat zhody £\ 50 11612:2008: A1, B1, C3, D1, E1, F1
Certificate
RTHG 440 AL 6 Popis Ziaruvzdornd, chemicky stéla a relativne jemna a tenka sklo-textilia s pohlinikovanim
typu Mylar™,
i Sl D - Heat-resistant, chemically stable, relatively fine and thin glass-fabric with ©
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.. RS R Desi Cross twill weave, approx. 490 g/m2, thickness approx. 0,7 mm, width 100 cm, (3
g R . *ﬁ"““ Sy g typical roll length 50 m. Mylar™ type Aluminium coating. =
i Material 100% sklenné viakno typu E i
3:3 SiO2: 53-54%, Al2 3: 14-15%, CaO/MgO: 20-24%, B202 : 6-9%, K20/Na20: 1% S

Material  15q04 E glass

rtifikat zhod
Certifikat zhody £\ 150 11612:2008: A1, B1, C3, D1, E1, F
Certificate
RTHG 440 Sigrp2 _ Ziaruvzdorné, chemicky stéle sklo-textilie, obojstranne povrstvena silikénom -

Popis  odolnost voéi klimatickym podmienkam, kvapalindam, olejom, znegisteniu
aj strapkaniu.
o Heat-resistant, chemically stable, glass-fabrics with both sides silicone coating -
Rl it i Description weatherproof, water-, dirt- and oil repellent. Frayproof.

i Pouzitie  Technologické aplikacie s dérazom na ochranu pred teplom.
i s ﬂf: Application  Technology applications with with emphasis on the heat protection.
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Konstrukcia  KriZova keprova vézba s obojstrannym silikonovym potahom (60 a 80g/m2),
cca 560 g/m2, hrubka cca 0,8 mm, Sirka cca 100 cm, typicka dlzka rolky 50 m.

i R g : Cross twill weave, both sides grey silicone coating (60 ana 80g/m2)

L Design  approx. 560 g/m2, thickness approx. 0,8 mm, width 100 cm, roll length 50 m.
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SAFEPRO: Textilie / Textiles
Obj.kod /Code: RTHG 440 sigrp2

100% sklenné vilakno typu E + silikdn
Si02: 53-54%, A2 3: 14-15%, Ca0O/Mg0O: 20-24%, B202 : 6-9%, K20/Na20: 1%
100% E glass + silicone coating
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