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Sklotextilie

Séria zahfma homogénne textilie zo sklenych vlakien (typ E),
hybridne textilie zosilnene ocel'ovym drétom a tiez textilie
SILICA. Tepelna odolnost je od 350 do cca 1 400°C, zavisi
od konstrukcie a Upravy. Struktura textilii umoZriuje
impregnaciu, pohlinikovanie aj potiahnutie silikonom.
Pouzitie: Uéinna ochrana technologickych zariadeni.

Series includes homogeneous fabric of glass fibres (type E),
hybrid fabric reinforced with steel wire and SILICA fabric.
Temperature resistance is between 350 to approx. 1 400°C and it
depends on the structure and treatment. Fabrics allow aluminised
coating and other impregnations including the silicon coating.

Effective protection of technologies.

TTHG 420/155 Popis  Ziaruvzdorna, chemicky stéla, tenka a relativne jemna textilia.
Description Heat-resistant, chemically stable, thin and relatively fine fabric.
____________________ Pouzitie Technologicke aplikacie s dorazom na ochranu pred teplom.
___________ Application Technology applications with emphasis on the heat protection.
---------- . Krizova keprova vazba, cca 420 g/m2, hrubka cca 0,4 mm, Sirka cca 155 cm,
Konstrukcia crsdi il
typicka dlzka rolky 50 m.
Design Cross twill weave, approx. 420 g/m2, thickness 0,4 mm, width 155 cm, roll length 50
Material 100% skienne viakno typu E, filament
: Si02: 53-54%, A2 3: 14-15%, Ca0/Mg0: 20-24%, B202 : 6-9%, K20/Na20: 1%
Material 2 :
100% E glass filament
_ Ziaruvzdorné, chemicky stale sklo-textilie, obojstranne povrstvena silikdbnom -
KG 2002 S|b2 Popis  odolnost vod&i klimatickym podmienkam, kvapalindm, olejom, znegisteniu
aj strapkaniu.
o Heat-resistant, chemically stable, glass-fabrics with both sides silicone coating -
Description  ,catherproof, water-, dirt- and oil repellent. Frayproof.
Pouzitie Technologicke aplikacie s dorazom na ochranu pred teplom.
Application Technology applications with with emphasis on the heat protection.
Konstrukcia Krizova keprova vazba s obojstrannym silikonovym potahom (60 a 80g/m2),
cca 560 g/m2, hrubka cca 0,8 mm, Sirka cca 100 cm, typicka dlzka rolky 50 m.
_ Cross twill weave, both sides grey silicone coating (60 ana 80g/m2)
Design  ahprox. 560 g/m2, thickness approx. 0,8 mm, width 100 cm, roll length 50 m.
Material 100% sklenné viakno typu E
_ Si02: 53-54%, A2 3: 14-15%, Ca0O/MgO: 20-24%, B202 : 6-9%, K20/Na20: 1%
Material 1009, E glass
RTHG 1000 Niro HRW Popis  Ziaruvzdorna, chemicky stala, hruba a drsna textilia vystuzena ocelovym drétom.
Description  Heat-resistant, chemically stable and rough fabric with stainless steel reinforcement.
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Rs 1 1 00 Silika Popis  Ziaruvzdorna, chemicky stéla, stredne hruba a drsna textilia SILIKA
e Description  Heat-resistant, chemically stable, medium thick and rough SILICA-fabric.
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